
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

SDB-SDZ300 : DOME MOTORISE INTERIEUR EXTERIEUR 300 X 

 
 

Specifications: 

 

MODEL  SDB-SDZ300 

horizontal panning range 360°endless 

horizontal speed Pan: 0.05o-240o/sec; Tilt: 0.03o-140o/sec 

vertical panning range 0°-90° auto-flip 

Preset position 256 

Auto Cruise Auto switch from 0 to 54 preset posiyion sequentially 

Patterns 4 programmable patterns scan 

Zone 8  

Privacy Masking 8 adjustable zones 

Alarm input 4 

Alarm output 2  

OSD Yes  

Communication RS-485 

Baud rate 1200/2400/4800/9600/19200 bps 

Address 0-255 

Password Password for OSD menu 

Power-on action No/auto scan/frame scan/ 
preset position/random scan/pattern scan 

Built-in camera Samsung 

Resolution 540TVL 

Zoom 30X optic zoom, 10X digital zoom 

Minimun illumination Color:0.6Lux/F1.6 B/W:0.1Lux/F1.6  
Sens-up:0.004Lux/F1.6 

Power consumption 20W（Without heater）/50W（With heater） 

Power Supply AC24V±5% 

Working Temp. -25℃-+70℃(Without heater)/-50℃-+70℃(With heater) 
 

    

 
  

 
 

  
ALLWAN SECURITY 

 

www.allwan-security.com 
Tel : 0 825 600 625 
Fax : 0 825 600 623 
Mail info@allwan.fr 

< Module camera SAMSUNG Zoom 300 X 
< Faible bruit et haute précision 
< Objectif 30 X optique 10 X numerique 
< Double caisson métal thermostaté 
< Zom asservi à la vitesse de déplacement 
<  180°vertical auto-flip 
< 256 preset position 
< Fonctions scan Multi-positions 
< Protection contre les surcharges électriques 
< Garantie  1 an Retour Atelier 
 
  
  


